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Pipeline and Hazardous Materials Safety Admin., DOT § 173.247 

§ 173.245 Bulk packaging for extremely 
hazardous materials such as poi-
sonous gases (Division 2.3). 

When § 172.101 of this subchapter 
specifies that a hazardous material be 
packaged under this section, only the 
following bulk packagings are author-
ized, subject to the requirements of 
subparts A and B of part 173 of this sub-
chapter and the special provisions spec-
ified in column 7 of the § 172.101 table. 

(a) Tank car tanks and multi-unit 
tank car tanks, when approved by the 
Associate Administrator. 

(b) Cargo tank motor vehicles and 
portable tanks, when approved by the 
Associate Administrator. 

[Amdt. 173–224, 55 FR 52663, Dec. 21, 1990, as 
amended at 56 FR 66275, Dec. 20, 1991; 66 FR 
45379, Aug. 28, 2001] 

§ 173.247 Bulk packaging for certain 
elevated temperature materials. 

When § 172.101 of this subchapter 
specifies that a hazardous material be 
packaged under this section, only the 
following bulk packagings are author-
ized, subject to the requirements of 
subparts A and B of part 173 of this sub-
chapter and the special provisions in 
column 7 of the § 172.101 table. On or 
after October 1, 1993, authorized pack-
agings must meet all requirements in 
paragraph (g) of this section, unless 
otherwise excepted. 

(a) Rail cars: Class DOT 103, 104, 105, 
109, 111, 112, 114, 115, or 120 tank car 
tanks; Class DOT 106, 110 multi-unit 
tank car tanks; AAR Class 203W, 206W, 
211W tank car tanks; and non-DOT 
specification tank car tanks equivalent 
in structural design and accident dam-
age resistance to specification pack-
agings. 

(b) Cargo tanks: Specification MC 300, 
MC 301, MC 302, MC 303, MC 304, MC 305, 
MC 306, MC 307, MC 310, MC 311, MC 312, 
MC 330, MC 331 cargo tank motor vehi-
cles; DOT 406, DOT 407, DOT 412 cargo 
tank motor vehicles; and non-DOT 
specification cargo tank motor vehi-
cles equivalent in structural design and 
accident damage resistance to speci-
fication packagings. A non-DOT speci-
fication cargo tank motor vehicle con-
structed of carbon steel which is in ele-
vated temperature material service is 
excepted from § 178.345–7(d)(5) of this 
subchapter. 

(c) Portable tanks. DOT Specification 
51, 56, 57 and 60 portable tanks; IM 101 
and IM 102 portable tanks; UN portable 
tanks; marine portable tanks con-
forming to 46 CFR part 64; metal IBCs 
and non-specification portable tanks 
equivalent in structural design and ac-
cident damage resistance to specifica-
tion packagings are authorized. 

(d) Crucibles: Nonspecification cru-
cibles designed and constructed such 
that the stress in the packaging does 
not exceed one fourth (0.25) of the ulti-
mate strength of the packaging mate-
rial at any temperature within the de-
sign temperature range. Stress is de-
termined under a load equal to the sum 
of the static or working pressure in 
combination with the loads developed 
from accelerations and decelerations 
incident to normal transportation. For 
highway transportation, these forces 
are assumed to be ‘‘1.7g’’ vertical, 
‘‘0.75g’’ longitudinal, and ‘‘0.4g’’ trans-
verse, in reference to the axes of the 
transport vehicle. Each accelerative or 
decelerative load may be considered 
separately. 

(e) Kettles: A kettle, for the purpose 
of this section, is a bulk packaging 
(portable tank or cargo tank) having a 
capacity not greater than 5678 L (1500 
gallons) with an integral heating appa-
ratus used for melting various bitu-
minous products such as asphalt. Ket-
tles used for the transport of asphalt or 
bitumen are subject to the following 
requirements: 

(1) Low stability kettles. Kettles with a 
ratio of track-width to fully loaded 
center of gravity (CG) height less than 
2.5 must meet all requirements of para-
graph (g) of this section (track-width is 
the distance measured between the 
outer edge of the kettle tires; CG 
height is measured perpendicular from 
the road surface). 

(2) High stability kettles. (i) Kettles 
with a total capacity of less than 2650 
L (700 gallons) and a ratio of track- 
width to fully loaded CG height of 2.5 
or more are excepted from all require-
ments of paragraph (g)(2) of this sec-
tion and the rollover protection re-
quirements of paragraph (g)(6) of this 
section, if closures meet the require-
ments of paragraph (e)(2)(iii) of this 
section. 
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